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CREW SEAT REMOVAL 
 
Removal of two (2) forward facing SCBA seats in the rear of the cab shall be completed. 
 
EMS STORAGE COMPARMTENT 
 
There shall be one (1) full height EMS storage compartment provided and installed in the cab with 
the door opening facing the front of the cab. 
 
The approximate dimensions of the compartment shall be 40.00 inches wide by 20.00 inches deep. 
 
The door opening shall be a minimum of 35.50 inches wide. The bottom of the cabinet shall 
contain a panel to raise the floor to maintain a flat floor 2.00 inches above the floor of the cab. 
 
The interior side walls of the cabinet shall be fitted with channels for the installation of 
adjustable shelves. 
 
EMS COMPARTMENT LOCATION 
 
The EMS compartment shall be installed along the interior rear wall of the cab, center position. 
 
EMS COMPARTMENT FINISH-BLACK 
 
The interior and exterior of the EMS compartment shall be completed with a black powder coated 
paint finish for durability. 
 
ROLL-UP DOOR  
 
The EMS compartment shall be provided with a roll-up door. 
 
The roll-up door shall be constructed of double-sided aluminum extrusions connected with a ball 
and socket joint. The extrusions shall be 1.375 inches wide by .375 inches thick with satin anodized 
finishing. A flexible EDPM extrusion shall be provided between each slat to insure a weather tight 
seal. Aluminum extrusions shall be individually replaceable without disassembling the entire door 
by removing push out clips on each end. 
 
Side channels for each door to ride in shall be provided with santoprene seals to prevent dirt and 
moisture from entering the exterior compartment. A single piece top drip rail shall be provided 
with a santoprene seal to prevent dirt and moisture from entering the compartment when the 
door is fully closed. The bottom of each door shall also be provided with a santoprene seal. All 
nonmetallic parts shall be glass filled nylon. 
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ROLL-UP DOOR LATCH 
 
The door latch shall be keyed locking stainless steel lift bars and shall be provided with a magnetic 
door switch system. 
 
ALUMINUM SHELVES - ADJUSTABLE - EMS COMPARTMENT 
 
The full depth EMS compartment shelving shall be made from .190-inch smooth aluminum sheet 
material and shall have a flange 1.50 inches deep. 
 
Each shelf shall be adjustable in height and held in place by extruded uprights. 
 
There shall be a total quantity of two (2) provided. 
 
DRI-DECK MATTING - SHELVES 
 
The surface of two (2) aluminum shelves shall be covered with black colored, rigid Dri-Deck mat 
for improved ventilation that shall also provide a non-slip surface. 
 
EMS COMPARTMENT LIGHTING 
 
Two (2) LED strip lights shall be provided and mounted inside the cabinet, one (1) on each side of 
the exterior access roll up door. 
 
These lights shall be activated by the door switch. 
 
110 VOLT RECEPTACLE 
 
One (1) 120-volt AC, single receptacle shall be provided with a weatherproof cover centered in 
the upper portion of the EMS compartment. 
 
This receptacle shall be wired to the shoreline connection for charging devices stored in the EMS 
compartment. 
 
OUTLET CONFIGURATION 
 
The electrical outlet shall be a NEMA 5-20, rated at 120-volt AC, 20-amp, duplex straight blade 
receptacle. 
 
FRONT SCENE LIGHT LOCATION 
 
There shall be one (1) brow light mounted center on the front brow of the cab. 
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SCENE LIGHT MODEL 
 
A Hi-Viz LED brow light model FT-MB-24-F lamphead shall be provided and installed. 
 
The lamphead shall have twenty-four (24) Cree XP-G2 white LEDs with a flood pattern for scene 
lighting. 
 
The lamphead shall be no more than 2.063 inches high x 31.00 inches wide x 2.50 inches deep. 
 
LIGHT HOUSING 
 
Each lamphead shall be powder coated with a white finish. 
 
SCENE LIGHT ACTIVATION 
 
The cab forward brow lighting shall be activated by one (1) smart switch installed in the driver's 
side switch panel in the cab. 
 
LOWERED CHASSIS CAB STEPS 
 
There shall be bolt on auxiliary steps for all four (4) cab entry doors that shall be lowered to provide 
a manageable ground to first step distance. These steps shall be open style for ease of access and 
constructed with a non-skid stepping surface. 
 
 
 
 


